
YSI, a Xylem brand
1725 Brannum Lane
Yellow Springs, OH 45387

Ph: +1.937.767.7241
Email: info@ysi.com
Web: YSI.com
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IQ SensorNet Measurement Parameters
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Usable with System 2020 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■
Usable with System 282/284 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■
Power consumption (W) 0.2 0.7 0.2 0.2 1.5 1.5 0.2 0.2 0.2 8.0° 8.0° 8.0° 8.0° 8.0° 8.0° 8.0° 8.0° 5.5° ** **
Parameter

Temperature ■ ■ ■ ■ ■ ■ ■

Dissolved Oxygen (electrochemical) ■

Dissolved Oxygen (optical) ■

pH ■

ORP ■

Conductivity ■

Salinity ■

TDS ■

Turbidity (optical) ■

TSS (optical) ■ ■ ■ ■ ■

Sludge Level ■

Color ■ ■ ■

Ammonium (ion-selective) ■ ■

Ammonium (optical/wet chemistry) ■

Nitrate (ion-selective) ■ ■

Nitrate (optical/spectral) ■ ■ ■ ■ ■†

Nitrite (optical/spectral) ■ ■ ■†

Potassium (ion-selective) ■ ■

Chloride (ion-selective) ■ ■

COD (optical/spectral) ■ ■ ■ ■*

BOD (optical/spectral) ■ ■ ■ ■*

TOC (optical/spectral) ■ ■ ■ ■*

DOC (optical/spectral) ■ ■ ■ ■*

SAC (optical/spectral) ■ ■ ■ ■

UVT (optical/spectral) ■ ■ ■ ■

Orthophosphate (optical/wet chemistry) ■

*Correlated 
** Power delivery: Alyza IQ provides 10W
° When operating with System 282/284, the average power consumption can be used. For details, see the System 282/284 Operating Manual. 
† Nitrite and Nitrate are included in the measured value.
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