XL Series Supplement
Notes For Version 3.00

Summary of Major Changes

This document discusses the changes of the XL Series data logger that were added in version
3.00. The XL Series of data loggers includes the following products.

H-500XL Basic XL Series data logger.

H-350XL Basic XL Series data logger with built in pressure transducer.

H-510XL Basic XL Series data logger with built in shaft encoder.

H-522Plus  Basic XL Series data logger with built in GOES HDR transmitter.

H-522 Basic XL Series data logger with built in GOES HDR transmitter, but no built in
keypad / display.

New versions means new options and changes. The main change in version 3.00 is support for
the new H-2221 GOES radio designed and manufactured by Design Analysis.

The main changes are outlined below for version 3.00.
1 - Support for the new H-2221 GOES radio.
2 - Field notes allows for users to enter in field observations into the data file.
3 - Copy data to the external data card using the side button.
4 - Added options in the logging and GOES menu to insert and delete columns.
5 - Added option to disable the side button.
6 - Added option to assign startup mode for each com port.

7 - Added a command SENDLASTLINE that sends the last line of logged data out the serial
port.

8 - Added a variable for the day of the week (0 to 6 for Sunday to Satuerday) for use in
functions and XL BASIC.

9 - Added alternate variables AVO1 to AV60 for basic and functions. These are actually
variables used in the ALERT radio setup and ALARM CALL OUT setup. If the ALERT
or the ALARM CALL OUT options are in use then these variables should not be used.

NOTE: After updating a unit look over the user options to make sure they look normal. Since
newer versions of firmware will have new, deleted and changed options, a configuration file
generated by an older version may not load 100% as expected.
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