Installing Global Logger USB Drivers
in Windows 32-bit or 64-bit Operating Systems

Installing Global Logger USB Drivers

NOTE: Install the USB Driver software BEFORE inserting the USB cable
into the PC.

From the Global Water installation disk, navigate to the USB Drivers folder.
Select the appropriate installer for the Windows operating system on the
target PC, as follows:
e For 32-bit Windows, double-click on the GWIInstaller32bit installer
e For 64-bit Windows, double-click on the GWIInstaller64bit installer

The installation window will appear and begin the installation process.

GWI Driver Installer

Welcome to the GWI Driver
Installer

This wizard will help you install the drivers for your GWI
device.

]

During the installation process, the following window appear twice. Each time, click on
Install to continue the installation process.

Windows Security X

Would you like to install this device software?

Mame: CDM Driver Package
- Publisher: Xylem Inc.

Abways trust software from "Xylem Inc.". Install | [ Don'tinstall

# You should only install driver software from publishers you trust. How can [
decide which device software is safe to install?

The installation progress window will appear throughout the installation
process.

GWI Driver Installer

The drivers are now installing_.. .
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When the installation process completes, the following window will appear.

GWI Driver Installer

Completing the Installation of the
\.& GWI Drivers
3

The drvers were succsssfully installed on this compter

U can no
came with instructions, please read them first.

Yo w connect your devics to this computer. I your devics

Driver Name Status

~ Global Water CDM Driver Package... Readytouss
~ Global Water CDM Driver Package... Readytouse
< n

r

Insert the USB cable

NOTE: Power MUST be applied to the Global Water device when plugging
the USB cable into the PC, otherwise the cable will not be found by the PC.

The PC will recognize the USB cable as a Global Water device and assign
the USB Bus and USB COM ports using the GWI USB Driver.

Finding the assigned USB COM Port

To find the USB COM port, open the Start Menu by clicking Start at the
lower left side of the screen. Type “Device Manager” in to the “Search
programs and files” field at the bottom of the menu. Select Device

Manager by clicking on it.
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The Device Manager can also be selected by clicking Control Panel, then
Hardware and Sound, then Device Manager from the Devices and

Printers section. This second method is described in the next section on
installing new drivers.

Expand the Ports (COM & LPT) section by clicking on the right arrow to
the left of the title. The assigned USB port will be shown in parentheses
next to Global Logger USB Device (COMX).

,

File Action View Help
e | FE HE | RS

a2 Dalest4bitWin?
> M Computer

- Disk drives

» B Display adapters

> ey DVD/CD-ROM drives

b 'JTJ Human Interface Devices

b g IDE ATA/ATAPI controllers

b Keyboards

b ﬂ Mice and other pointing devices

» A Monitors

b EF Network adapters

JZ Ports (COM & LPT)

? Communications Port (COML)
" Global Logger USE Device (COM3)
- 2 Processors

b -%| Sound, video and game controllers
b M Systern devices

A

4§ Universal Serial Bus controllers

----- 9 Generic USE Hub

----- § Global Logger USB Device

----- § Intel(R) N10/ICH7 Family USB Universal Host Controller - 27C8
----- 9 Intel(R) N10/ICH7 Family USB Universal Host Controller - 27C9
----- Wy Intel(R) N10/ICH7 Family USB Universal Host Controller - 27CA
----- 9 Intel(R) N10/ICH7 Family USB Universal Host Controller - 27CE
----- 9 Intel(R) N10/ICHT Family USB2 Enhanced Host Controller - 27CC
----- § USB Composite Device

----- § USB Mass Storage Device

----- § USB Root Hub

> - g USB Virtualization

Use this assigned COM port to configure the Global Water device in the
Global Logger software.



