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Argonaut-ADV 
Firmware Version 11.9 Release Notes 

Argonaut-ADV firmware version 11.9 has been released. All production systems shipped on or 
after March 31, 2008 have version 11.9 installed. The latest Argonaut-ADV software is ViewAr-
gonaut version 3.61. 

• Section 1 – Changes in Version 11.9 
• Section 2 – Installing Firmware and Software Updates 
• Section 3 – Contact Information 

1. Changes in Version 11.9 
An intermittent issue was discovered when using the Argonaut-ADV with SDI-12. Firmware ver-
sion 11.9 resolves this issue. 

• This intermittent issue was related to the use of the compass during SDI-12 data collection. 
• When the issue occurred, the SDI-12 sample would take longer to collect than expected, in 

which case the SDI-12 data logger might not receive data from the instrument. 
• This issue had no effect on the validity of individual measurement data. 

2. Installing Firmware and Software Updates 
To install firmware version 11.9: 

• Before updating your Argonaut-ADV’s firmware: 
o Download all data files from the Argonaut-ADV to your computer, and then format the 

Argonaut-ADV’s recorder. 
• If necessary, download the Argonaut-ADV Firmware v11.9 Update Package from our web 

site (http://www.sontek.com/product/fw/aavfw.htm). This package contains the firmware 
hex file (aadv119.hex) and access code file (aadv119.sfc) needed to install the firmware. 
Extract these files and save them to a folder on your computer. 

• If needed, download SonUtils version 4.00 (or later) from the SonTek/YSI website. 
o http://www.sontek.com/product/sw/sonutils/sonutils.htm 
o Install SonUtils on your computer following the instructions provided. 

• Connect the Argonaut-ADV to a COM port on your computer. 
• Run SonUtils and select the appropriate COM port in the upper left portion of the screen. 
• Click the Break icon to establish communications with the system. 

o You should see a wake up message from the Argonaut-ADV. 
• Click Instrument|Update Firmware. 
• Use the Browse window to select the firmware hex file (aadv119.hex). 

o The access code should load automatically. 
o Use the Binary transfer mode, and be sure the Verify new firmware and Use fast 

connection boxes are selected. 
o Click Start when ready. 

• SonUtils will show updates as the new firmware is loaded; this takes about five minutes. 
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To install Argonaut-ADV software version 3.61: 
• Download and install Argonaut-ADV (version 3.61) software from the SonTek website. 

o http://www.sontek.com/product/sw/viewarg/viewargonaut.htm 

3. Contact Information 
For additional information, please contact SonTek customer service. 

Telephone: +1-858-546-8327 
FAX: +1-858-546-8150 
E-mail: support@sontek.com 
Web: http://www.sontek.com 
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